EVOLUTION STEEL TOOLBOX with 1 Lock

Evolution BASIC METAL LINE Toolbox — 1mm Black powder Coated Steel - Integrated
Compression Locking Handle - 2 Keys - Internal Rubber Seal - Water Resistant

Evolution Metal Toolboxes are approved as lateral protection
devices (LPD). The approval number is on thgside of the box.
The approval number for the toolboxes is:{xEB," 73R-0110379

Code Dimensions mm Weight kg

L H D © ]
E2150 500 x 350 x 400 9.5 AWER H
E2200 600 x 400 x 500 13.5 |

L

EVOLUTION STEEL TOOLBOX with 2 Locks

Evolution BASIC METAL LINE Toolbox — 1mm Black powder Coated Steel - Integrated
Compression Locking Handle - 2 Keys - Internal Rubber Seal - Water Resistant

Evolution Metal Toolboxes are approved as lateral protection
devices (LPD). The approval number is on the side of the box.
The approval number for the toolboxes is:f\Eg ' 73R-0110379

Code Dimensions mm Weight kg

L H D @
E2250 800 x 500 x 500 19.0 AWER H
E2300 1000 x 500 x 500 23.0

L
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Prinect Trapper
Page is trapped with Prinect Trapper 20.00.042
Copyright 2019 Heidelberger Druckmaschinen AG
http://www.heidelberg.com

You can view actual document traps, with the free Trap Editor (Viewer), a Plug-In from the Prinect PDF Toolbox. Please request a PDF Toolbox CD from your local Heidelberg office in order to install it on your computer.

Settings:
Width: 0.088 mm  =  0.249 pt
Printorder: Black / Cyan / Magenta / Yellow / 
Step Limit: 25.0%
Common Density Limit: 0.50
Centerline Trap Limit: 100%
Trap Color Scaling: 100.0%
Image to Object Trapping: no
Image to Image Trapping: no
Black Width Scaling: 100.0%
Black Color Limit: 95.0%
Overprint Black Text: 10.0 pt
Overprint Black Strokes: yes  Limit: 0.71 mm  =  2.00 pt
Overprint Black Graphics: no



EVOLUTION STEEL TOOLBOX with 1 Lock

Evolution PREMIUM METAL LINE Toolbox — 1mm Black powder Coated Steel - Integrated
Compression Locking Handle - 2 Keys - Internal Rubber Seal - Water Resistant

Pu"out Drawer - G as Struts - Fast Fit Ready Evolution Metal Toolboxes are approved as lateral protection
devices (LPD). The approval number is on the\\side of the box.
The approval number for the toolboxes is:\\ES/; 73R-0110379
Code Dimensions mm Weight kg
L H D ’ ]
&
H
E2153 500 x 350 x 400 12.0 AWER
E2203 600 x 400 x 500 17.0 |

EVOLUTION STEEL TOOLBOX with 2 Locks

Evolution PREMIUM METAL LINE Toolbox — 1mm Black powder Coated Steel - Integrated
Compression Locking Handle - 2 Keys - Internal Rubber Seal - Water Resistant

PU"OUt Drawer - Gas Struts - Fast Fit Ready Evolution Metal Toolboxes are approved as lateral protection

devices (LPD). The approval number is on the side of the box.
The approval number for the toolboxes is:{\Eg ' 73R-0110379

Code Dimensions mm Weight kg

L H D @
E2253 800 x 500 x 500 23.0 AWER H
E2303 1000 x 500 x 500 27.0 E—
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Prinect Trapper
Page is trapped with Prinect Trapper 20.00.042
Copyright 2019 Heidelberger Druckmaschinen AG
http://www.heidelberg.com

You can view actual document traps, with the free Trap Editor (Viewer), a Plug-In from the Prinect PDF Toolbox. Please request a PDF Toolbox CD from your local Heidelberg office in order to install it on your computer.

Settings:
Width: 0.088 mm  =  0.249 pt
Printorder: Black / Cyan / Magenta / Yellow / 
Step Limit: 25.0%
Common Density Limit: 0.50
Centerline Trap Limit: 100%
Trap Color Scaling: 100.0%
Image to Object Trapping: no
Image to Image Trapping: no
Black Width Scaling: 100.0%
Black Color Limit: 95.0%
Overprint Black Text: 10.0 pt
Overprint Black Strokes: yes  Limit: 0.71 mm  =  2.00 pt
Overprint Black Graphics: no





