WELVET PLASTIC TOOLBOX 28 Lt CAPACITY

Welvet - Injection Moulded Polypropylene resin - Europlex Lock system - High impact resistance
to stress or breakage - Resistant to Weather, UV rays & Water - 28 litre capacity.

Welvet toolboxes are approved as lateral protection devices
(LPD). )
The approval number for the toolboxes is: !51 1 73R-11168
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Code Dimensions mm Weight kg

L H D 1 M1
81000 410 x 348 x 340 3.0 20 J 4
81000S 410 x 348 x 340 (with down struts) 3.0 ‘

340

WELVET PLASTIC TOOLBOX 39 Lt CAPACITY

Welvet - Injection Moulded Polypropylene resin - Europlex Lock system - High impact resistance
to stress or breakage - Resistant to Weather, UV rays & Water - 39 litre capacity.

Welvet toolboxes are approved as lateral protection devices
(LPD). o
The approval number for the toolboxes is: {E@ 73R-11168
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Code Dimensions mm Weight kg j

L H D 1 W
81002 480 x 400 x 400 5.0 30 N
81002S 480 x 400 x 400 (with down struts) 5.0

400
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Prinect Trapper
Page is trapped with Prinect Trapper 20.00.042
Copyright 2019 Heidelberger Druckmaschinen AG
http://www.heidelberg.com

You can view actual document traps, with the free Trap Editor (Viewer), a Plug-In from the Prinect PDF Toolbox. Please request a PDF Toolbox CD from your local Heidelberg office in order to install it on your computer.

Settings:
Width: 0.088 mm  =  0.249 pt
Printorder: Black / Cyan / Magenta / Yellow / 
Step Limit: 25.0%
Common Density Limit: 0.50
Centerline Trap Limit: 100%
Trap Color Scaling: 100.0%
Image to Object Trapping: no
Image to Image Trapping: no
Black Width Scaling: 100.0%
Black Color Limit: 95.0%
Overprint Black Text: 10.0 pt
Overprint Black Strokes: yes  Limit: 0.71 mm  =  2.00 pt
Overprint Black Graphics: no



WELVET TOOLBOX 78 Lt CAPACITY

Welvet - Injection Moulded Polypropylene resin - Europlex Lock system - High impact resistance to
stress or breakage - Resistant to Weather, UV rays & Water - 78 litre capacity.

Welvet toolboxes are approved as lateral protection devices
(LPD).
The approval number for the toolboxes is: E1 1 73R-11168
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Code Dimensions mm Weight kg ,L\f
L H D i -
81004 630 x 450 x 480 8.0 400
81004S 630 x 450 x 480 (with down struts) 8.0 480

WELVET TOOLBOX 120 Lt CAPACITY

Welvet - Injection Moulded Polypropylene resin - Europlex Lock system - High impact resistance to
stress or breakage - Resistant to Weather, UV rays & Water - 120 litre capacity.

Welvet toolboxes are approved as lateral protection devices
(LPD).
The approval number for the toolboxes is: E1 1 73R-11168
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Code Dimensions mm Weight kg j

L H D —
81006 830 x 500 x 470 10.5 389
81006S 830 x 500 x 470(with down struts) 10.5 470
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Prinect Trapper
Page is trapped with Prinect Trapper 20.00.042
Copyright 2019 Heidelberger Druckmaschinen AG
http://www.heidelberg.com

You can view actual document traps, with the free Trap Editor (Viewer), a Plug-In from the Prinect PDF Toolbox. Please request a PDF Toolbox CD from your local Heidelberg office in order to install it on your computer.

Settings:
Width: 0.088 mm  =  0.249 pt
Printorder: Black / Cyan / Magenta / Yellow / 
Step Limit: 25.0%
Common Density Limit: 0.50
Centerline Trap Limit: 100%
Trap Color Scaling: 100.0%
Image to Object Trapping: no
Image to Image Trapping: no
Black Width Scaling: 100.0%
Black Color Limit: 95.0%
Overprint Black Text: 10.0 pt
Overprint Black Strokes: yes  Limit: 0.71 mm  =  2.00 pt
Overprint Black Graphics: no



WELVET TOOLBOX 155 Lt CAPACITY

Welvet - Injection Moulded Polypropylene resin - Europlex Lock system - High impact resistance
to stress or breakage - Resistant to Weather, UV rays & Water - 155 litre capacity.

Welvet toolboxes are approved as lateral protection devices
(LPD).
The approval number for the toolboxes is: E11 73R-11168
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Code Dimensions mm Weight kg ﬁ
L H D

! —
81008 1030 x 500 x 455 13.0 ‘

373
81008S 1030 x 500 x 455 (with down struts) 13.0 455

EUROPLEX LOCK

Europlex Locks for Toolboxes

Code Dimensions mm Weight kg
L H D

Fits Toolboxes 81000

89000 125x 120 39.0 0.26

Fits Toolboxes 81002, 81004, 81006 & 81008

89010 125 x 120 45.0 0.28
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Prinect Trapper
Page is trapped with Prinect Trapper 20.00.042
Copyright 2019 Heidelberger Druckmaschinen AG
http://www.heidelberg.com

You can view actual document traps, with the free Trap Editor (Viewer), a Plug-In from the Prinect PDF Toolbox. Please request a PDF Toolbox CD from your local Heidelberg office in order to install it on your computer.

Settings:
Width: 0.088 mm  =  0.249 pt
Printorder: Black / Cyan / Magenta / Yellow / 
Step Limit: 25.0%
Common Density Limit: 0.50
Centerline Trap Limit: 100%
Trap Color Scaling: 100.0%
Image to Object Trapping: no
Image to Image Trapping: no
Black Width Scaling: 100.0%
Black Color Limit: 95.0%
Overprint Black Text: 10.0 pt
Overprint Black Strokes: yes  Limit: 0.71 mm  =  2.00 pt
Overprint Black Graphics: no





