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LOAD BONDING TRACKLOAD BONDING TRACK
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LOAD BONDING TRACK FLAT LOAD BONDING TRACK CAP

Code          Finish              Dimensions        Gauge mm    Weight kg
L         B        H

TK4050      Magnelis       2964 x 132 x 11.5          2                 5.5
TK4055      Magnelis       2964 x 132 x 11.5         2.5              6.96
TK4075      Aluminium     2964 x 132 x 11.5          3                2.76

Load Bonding Track in Magnelis & Aluminium

Load Bonding Track Flat in Zinc Plated and Stainless Steel

Load Bonding Track Flat Zinc Plated

Code          Finish          Dimensions mm        Weight kg
L         B        H

TK4060      Zinc              2964 x 130 x 10.5           8.80
TK4055      Magnelis      2964 x 130 x 10.0           6.3
TK4080      SS                2964 x 130 x 10.5           5.10

Code                Dimensions           Gauge mm        Weight kg
L       B      H

TK4010      				2988 x 65 x 13	                 2                      3.06
TK4030        3027 x 84 x 12             2                      4.14 TK4090      				         19 x 132 x 11	                           0.01

Code                      Dimensions mm                  Weight kg
L       B       H

Prinect Trapper
Page is trapped with Prinect Trapper 20.00.042
Copyright 2019 Heidelberger Druckmaschinen AG
http://www.heidelberg.com

You can view actual document traps, with the free Trap Editor (Viewer), a Plug-In from the Prinect PDF Toolbox. Please request a PDF Toolbox CD from your local Heidelberg office in order to install it on your computer.

Settings:
Width: 0.088 mm  =  0.249 pt
Printorder: Black / Cyan / Magenta / Yellow / 
Step Limit: 25.0%
Common Density Limit: 0.50
Centerline Trap Limit: 100%
Trap Color Scaling: 100.0%
Image to Object Trapping: no
Image to Image Trapping: no
Black Width Scaling: 100.0%
Black Color Limit: 95.0%
Overprint Black Text: 10.0 pt
Overprint Black Strokes: yes  Limit: 0.71 mm  =  2.00 pt
Overprint Black Graphics: no





